Updating the TAC7 for PANTORA 1.5
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Prerequisites
Download TAC7Diagnostics_1.5.0.exe, TAC7Firmware_1.5.0.6397.tfw,
supplemental_calibration_pack_1.5.0.zip.

PANTORA 1.5 must be installed.

Install the TAC7 Diagnostics Tool 1.5
Start the TAC7 Diagnostics 1.5 setup

Follow all the steps of the setup.
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Finally, launch TAC7 Diagnostics 1.5.
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Completing the TAC7Diagnostics
Setup Wizard

Setup has finished installing TAC7Diagnostics on your
computer, The application may be launched by selecting the
installed shortcuts,

Click Finish to exit Setup.




Update the TAC7 Firmware to Version
Power up the TAC7.

If TAC7 is already running, make sure no other application is currently connected. The “connection”
status LED should be unlit.

In TAC7 Diagnostics, click the “Update” button below “Update Firmware”.
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Select the downloaded TAC7 Firmware 1.5 file.
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Wait a few minutes until the Firmware is successfully installed.
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Install the Supplemental Calibration Package
In TAC7Diagnostics, click the “Install Package” button below “Update Calibration”.
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Select the downloaded supplemental calibration package 1.5 ZIP file.
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Wait a few seconds until the calibration package is successfully installed.
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Recalibrate the TAC7
Start PANTORA 1.5

Switch to the “TAC7” / “Device Control” Tab and connect to the TAC7.

Click the “Calibrate” button and follow the calibration instructions.

»I4 PANTORA - o x

» Browser » Editor * Viewer ¥ TAC7 | » Analyze » Help

» Start Job » Process Jobs | ¥ Control Device | TACT: 0% Calibration Require Postprocessing:

Connect Device Device Info

IP Addrs TAC7 S/H 1006 rev. 1.0

‘Calibrate Device Device Log

14:44
14:
14:44
14:44
14:
14:
14:44
14:44
14:
14:

Be patient. Completing the calibration usually takes at least another 30 minutes after the last
calibration target was inserted.



